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35TOA Voice alarm system

EN 54 Certified Speakers / Variable Array Speakers / HX-5B-WP EB-Q / HX-5W-WP EB-Q

Features Options Applications

•	Variable dispersion speaker system
•	Four speaker modules ensure high power and 

high quality
•	Weather- & ball-proof
•	The changeable orientation of each of the four 

speaker modules independently allows the 
directivity angle of the speaker system to be 
adjusted

•	 MT-200: Matching Transformer  
(Tappings: 60 / 120 / 200 W)

•	Subwoofer FB-120B/W
•	Hy-PF1B/HY-PF1W: Rigging Frame
•	HY-PF1WP: Rigging Frame, outdoor use
•	HY-CW1B/HY-CW1W: Ceiling Mounting Bracket
•	HY-CW1WP: Ceiling Mounting Bracket, 

outdoor use
•	HY-WM1B/HY-WM1W: Wall Mounting Bracket
•	HY-WM1WP: Wall Mounting Bracket, outdoor use
•	HY-WM2B/HY-WM2W: Wall Mounting Bracket
•	HY-WM2WP: Wall Mounting Bracket, outdoor use
•	HY-CN1B/HY-CN1W: Extension Bracket
•	HY-CN1BWP/HY-CN1WWP: Extension Bracket, 

outdoor use
•	HY-ST1: Speaker Stand Adapter

•	Auditoriums
•	Houses of worship
•	Banquet halls
•	Community centres 
•	Sport bars
•	Shopping malls
•	Boardrooms
•	Gyms & health clubs
•	Exhibition halls
•	Train stations

Specifications
HX-5B-WP EB-Q / HX-5W-WP EB-Q

Power Handling Capacity Continuous pink noise: 200 W, Program: 600 W
Rated Impedance 8 Ω
Sensitivity (1 W, 1 m) 96 dB (60° mode), 97 dB (45° mode), 98 dB (30° mode), 99 dB (15° mode)*

Frequency Response 95 Hz – 20 kHz (-10 dB) (60° mode), 100 Hz – 20 kHz (-10 dB) (45° mode), 
105 Hz – 20 kHz (-10 dB) (30° mode), 110 Hz – 20 kHz (-10 dB) (15° mode)

Speaker Component Low: 5" cone-type x 4, High: balanced dome-type x 12
Connection Integrated cable
Colour black or white
Dimensions (W x H x D) 408 x 546 x 342 mm
Weight 16 kg



36 TOA Voice alarm system

EN 54 Certified Speakers / Variable Arrays / HX-7 Series / HX-7B-WPEN / HX-7W-WPEN

Features Options Applications

•	High power handling
•	Speaker design consists of four integrated modules 

that can be adjusted individually to optimize the 
vertical dispersion angle

•	Built-in isophasic wavefront control horn with 
compression driver ensures precise HF control and 
superior reproduction of HF sounds

•	0° mode facilitates the most effective line array 
set-up

•	FB-150B / FB-150W: Subwoofer
•	MT-200: Matching Transformer (Tappings: 60 / 

120 / 200 W)
•	HY-60DB/DW/DB-WP/DW-WP: angle adjustment 

bar
•	HY-CN7W/7W-WP/7B/7B-WP: speaker connection 

bracket
•	HY-PF7W/7B: Rigging frame
•	HY-VM7W/7B: Rigging bracket
•	HY-WM7W/7B: Wall mounting bracket
•	HY-MT7: Matching transformer adapter
•	HY-ST7: Speaker stand adapter

•	Stadiums / arenas
•	Houses of worship
•	Theatres
•	Indoor sports facilities
•	Auditoriums

Specifications
HX-7B-WPEN / HX-7W-WPEN

Enclosure Sealed type

Power Handling Capacity Continuous pink noise: 250 W (IEC60268-5: 350 W) / Continuous program: 750 W

Rated Impedance 8 Ω

Sensitivity (1 W, 1 m) 100 dB

Frequency Response 105 Hz – 20 kHz

Crossover Frequency 1.7 kHz

Directivity Angle Horizontal: 100°, Vertical: Depending on directivity angle mode

Speaker Component Low frequency: 13 cm cone-type x 8
High frequency: Wave front control horn with compression driver x 4

Input Terminal M4 screw terminal x1, 4-p. Speakon x2

Water Protection IPX4 (Install with every speaker module tilted downward from the horizontal.)

Finish Enclosure: Polypropylene, black or white (HX-7B/W-WPEN flame-retardant class 5VB), Punched net: Surface-treated steel plate, 
black & white (HX-7B/W-WP), rust proof coating

Dimensions (W x H x D) 497 x 664 x 274 mm

Weight 30 kg



SR-S4L EB-Q SR-S4S EB-Q

37TOA Voice alarm system

EN 54 Certified Speakers / Line Arrays / Type S / SR-S4L EB-Q / SR-S4S EB-Q

Features Options Applications

•	2-way line array speaker with 8 x 10 cm (4“) 
woofers and 24 tweeters, installed vertically

•	Sync-Drive technology creates ideal linear sound 
source

•	Clear sound with reduced attenuation over distance
•	Speakers are reflection-free and feedback resistant
•	Bi-amp or single amp drive possible
•	Wide variety of mounting brackets available

•	MT-S0601: Matching Transformer for high- 
	 impedance operation
•	SR-FB4: Flying Bracket 
•	SR-EP4 / SR-EP4WP: Extension Plate 
•	SR-WB4 / SR-WB4WP: Wall Mounting Bracket  
•	SR-TB4WP / SR-TB4: Wall Tilt Bracket 
•	SR-SA4: Stand Adapter
•	SR-PP4: Protection Pad

•	Houses of worship
•	Exhibition halls
•	Gymnasiums & other sport facilities
•	Lecture rooms
•	Theatres
•	Houses of worship
•	Meeting/conference rooms

Specifications
SR-S4L EB-Q SR-S4S EB-Q

Power Handling Capacity Continuous program: 600 W
Rated Impedance 8 Ω
Sensitivity (1 W, 1 m) 94 dB 93 dB
Frequency Response 70 Hz – 20 kHz
Crossover Frequency 3.5 kHz
Directivity Angle Horizontal: 90°, Vertical: 0° (within the range of speaker height) Horizontal: 90°, Vertical: 10°
Speaker Component Low frequency: 10 cm cone-type × 8, High frequency: 2.5 cm balanced dome-type × 24
Input Connector -
Connected Cable Direct cable withdrawal from internal speaker: ø8.6 mm, conductor cross section: 1.25 mm2, 4-core cable, 3 m
Water Protection IPX4
Finish Enclosure: Plywood, white, urethane coating

Front grill: Punched stainless steel (SUS304), white, paint
Dimensions (W x H x D) 160 × 895 × 255 mm 160 × 892 × 303 mm
Weight 16 kg



TZ-200BS-EB TZ-400BS-EB

38 TOA Voice alarm system

TZ-200BS-EB* / TZ-400BS-EB* Applications

•	Nice slim design
•	Wide horizontal and narrow vertical dispersion
•	Weatherproof IP-66; EN54 type B
•	Speakers coming with pan/tilt wall-mounting 

bracket
•	Crisp sound thanks to built-in tweeter
•	Ceramic screw connector and thermal fuse for BS 

5839-8

•	Lecture rooms
•	Houses of worship
•	Auditoriums
•	Outdoor swimming pools

* Available as of Q2/2020

EN 54 Certified Speakers  / Column Speakers / TZ-200BS-EB / TZ-400BS-EB

Specifications
TZ-200BS-EB TZ-400BS-EB

Rated input power 20 W 40 W

Tappings 20/10/5/2.5 W (100V) 
20/10/5/2.5/1.25 W (70V)

40/20/10/5 W (100V) 
40/20/10/5/2.5 W (70V)

Sensitivity (1 W, 1 m) 92 dB 93 dB
Frequency Response 140 Hz - 20 kHz
Speaker Components Woofer 9 cm x4, Tweeter x1 Woofer 9 cm x8, Tweeter x1
IP Code IP-66
Finish Enclosure and grille: aluminum, painted white or black
Dimensions (W x H x D) 114 x 620 x 96 mm 114 x 995 x 96 mm
Weight 4.5 kg 7.3 kg
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